WOOD PRESERVER
Protek Wood Preserver is a water-borne product based on modified
vegetable oil. It contains active ingredients effective against wood
destroying and wood discolouring fungi. Protek Wood Preserver
penetrates wood easily and thereby gets deep into inner layers.
It is moisture regulating and provides an adhesive surface for
subsequent treatment with finishing paints (top coat). It acts against
wood destroying and wood staining fungi (blue stain), according to
EN152, EN113, EN73, EN84 and also conforms to EN71 parts 2 & 3
relating to child toy safety and flammability. After drying it is odourless.
For use on all outside wood, which is not in direct contact to soil or
surface water, e.g. cladding, fascias, windows (inner and outer parts),
exterior doors (inner and outer parts), car ports, shutters, balcony
railings and cut timber.

Benefits:
Application Guide
Wood surfaces must be clean and dry before
treating
New wood:
No pre-treatment necessary
Renovation:
All coatings should be completely removed.
If necessary grey or deteriorated wood
should be sanded down to a clean, sound
surface. Wood should be frost-free when
treated
Protek Wood Preserver is a ready-to-use
product and does not need to be diluted

Employs spirit-based technology into a water-based
product
Clear water-based pre-treatment
Renewable resource technology
Long lasting protection against rot & blue stain
Moisture regulating adhesive surface
Lasts up to 5 years
Easy water clean up

Apply by synthetic brush designed for waterborne products, spreading thinly and evenly

Low odour and low VOC’s

Requires 2 - 3 coats depending on wood
species and surface characteristics

Priming basecoat preservative

Effective against wood destroying fungi and
blue stain at 160ml/m2

Recommended coverage approx 6m2 per litre

Dries in 12 hours under normal conditions

Penetrates deeply

Allow a minimum of 24 hours drying time
under normal conditions before application of
a top coat. NOT FOR INDOOR USE

AVAILABLE IN 1, 2.5, 5 and 20 LITRE CONTAINERS
Use biocides safely. Always read the label and product
information before use

Protek, Crowne Trading Estate, Shepton Mallet, Somerset, BA4 5QQ
www.protekwoodstain.co.uk Tel: 01749 344697 Email: info@protekproducts.co.uk

